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Large heat currents are obtained in Co=Cu=Co spin valves positioned at the middle of Cu nanowires.
The second harmonic voltage response to an applied current is used to investigate the effect of the heat
current on the switching of the spin valves. Both the switching field and the magnitude of the voltage
response are found to be dependent on the heat current. These effects are evidence for a thermal spin-
transfer torque acting on the magnetization and are accounted for by a thermodynamic model in which
heat, charge and spin currents are linked by Onsager reciprocity relations.
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It has been established for some years now that an
electrical current may be used to induce magnetization
reversal in nanostructures such as spin valves. This
current-induced magnetization switching (CIMS) operates
by way of a current-induced spin-transfer torque (STT) that
acts on the magnetization of the switching layer. CIMS
could be a technological alternative to magnetization re-
versal by application of an external magnetic field in the
development of various devices based on spin valves such
as high density and low power magnetic memories [1].
Phenomena such as CIMS fall into the rapidly developing
field of spintronics, whereby the spin as well as charge
degrees of freedom are exploited simultaneously for infor-
mation processing and storage.
The field of ‘‘spin caloritronics’’, i.e., the addition of
thermal effects to the electrical and magnetic properties of
nanostructures, has recently seen a surge in interest from
both theoretical [2] and experimental perspectives [3–5]. It
has most recently been predicted that a heat current can
exert a torque on the magnetization in nanostructures such
as spin valves [6,7], or on domain walls within a magnetic
nanowire [8–11]. These theoretical studies have explored a
variety of novel effects, including domain-wall–motion-
induced Peltier cooling or power generation, and devices
such as nanoscale heat pumps or rotational nanomotors are
envisaged. Thermal spin-transfer torque driven by a heat
current is expected to be highly efficient: Yuan et al. [8]
calculated that temperature differences of 1 K generate
spin torques in Ni and Co domain walls 2 orders of
magnitude larger than the STT obtained at the critical
electrical current density for domain-wall motion. Bauer
et al. [9] used parameters typical of Permalloy to show that
a temperature gradient of 0:2 K=nm is as efficient as a
charge current density of 107 A cm2. These calculations
indicate the great potential of heat currents for driving
domain-wall based devices or magnetic memories based
on spin valves.
In this Letter, we provide experimental evidence that a
strong heat current can indeed affect the magnetization
dynamics in nanostructures. Experiments are conducted
on spin valves designed to have a heat current. Control
structures without a heat current allow us to rule out
possible spurious effects such as the overall temperature
rise.
Using electrodeposition in nanoporous membranes, we
form Co=Cu=Co spin valves midway in Cu nanowires,
with one Co layer much thicker than the other. Figure 1
is a cartoon schematic of the resulting sample. The top
contact is obtained by rubbing a Au wire onto the top
surface of the membrane. Complete growth details, includ-
ing the method of making contacts to single nanowires, are
provided in a previous publication by our group (Ref. [12]).
The statistical distribution of the pore diameters has a
standard deviation of about 10 nm and an average diameter
of 50 nm [13] (pore density 6 108 cm2). When a cur-
rent is driven through the nanowire, the Joule effect gen-
erates heat in the more resistive Co layers. The heat
dissipated in the thicker layer flows through the thinner
layer and out the Cu lead. The temperature profile can be
obtained by integration of the Fourier equation in the sta-
tionary regime, with the massive electrodes at the ends of
the nanowire remaining at a set temperature. The calcula-
tion yields a result close to that of the simple argument
FIG. 1 (color online). Cartoon schematic of a sample of one
spin valve inside a Cu nanowire. The first few Cu nanowires that
reach the top surface of the nanoporous membrane form over-
growths used as contact pads.
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according to which the heat is assumed to flow equally in
both halves of the nanowire. In view of this, we have:
1
2

d
r2
I2 ¼ jQr2; (1)
where  is the resistivity of electrodeposited Co taken from
previous work [14], d the thickness of the thick layer, and
r2 the cross-sectional area of the nanowire. A large heat
current jQ / 1=r4 can be expected if the radius r of the
nanowire is small enough. With jQ ¼ rT and taking
for  a typical value of 10 WmK , a temperature gradient as
large as 1000 K=cm is expected for a current of 100 A.
We also produced symmetric spin valves with Co layers of
equal thicknesses. By symmetry, the temperature gradient
in the symmetric spin valves is zero and there is nearly no
heat current.
Our measurement of the effect of heat current on the spin
valves makes use of a technique we have recently demon-
strated to be sensitive to spin torque effects in magnetic
nanostructures [15]. We apply simultaneously a dc current
Idc and an ac current Iac with frequency f 400 Hz. We
can expect the temperature increase in the nanostructure to
be proportional to the square of the current. As the square
of a sine wave contains a dc component and a component
oscillating at twice the frequency, the current produces
both a fixed increase and an oscillation of temperature in
each layer of the spin valve. We thus expect a dc heat
current and a heat current oscillating at 2f. The coupling of
an ac current with the giant magnetoresistance (GMR)
results in a dc voltage, the well-known spin diode effect
[16,17], and also implies a voltage at 2f proportional to Idc
[second term of Eq. (2) below]. There is also a voltage at
frequency 2f when Idc is set at zero; this is the linear
response to spin-transfer torque [15]. We monitor the
second harmonic voltage response V2f while sweeping
an externally applied magnetic field. We use the result
that a peak appears in the V2f signal at the magnetic field
Hsw where a Co layer magnetization switches. We found
that the V2f has a higher signal-to-noise ratio than GMR,
which allows for a cleaner view of the switching process.
For asymmetric spin valves (10 Co=10 Cu=30 Co)
(units in nm), we observe a clear dependence of Hsw on
the applied ac current (Figs. 2 and 3), which we attribute to
the effect of the dc heat current on the magnetization of the
thin Co layer. This effect is not observed in symmetric spin
valves ( 10 Co=10 Cu=10 Co) (Fig. 2 inset and Fig. 3). In
the following we demonstrate that our observations are due
neither to an ac spin torque effect nor to a temperature rise
of the sample.
For a symmetric spin valve, there appears to be no
detectable effect of an ac spin torque on Hsw, as shown
in the inset of Fig. 2 and in Fig. 3. However, we find that Idc
does change Hsw, confirming that a dc spin-transfer torque
affects the switching field. This can be understood because
the magnetization switching process in our samples is
reversible rather than hysteretic, that is, there are no minor
loops observed using either GMR or V2f measurements.
The switch occurs over several mT as the applied field is
swept, during which noncollinear configurations of the two
Co layers occur in a quasistatic regime. Consequently, the
ac current only causes the magnetization to oscillate about
the stationary configuration determined by the applied field
and the dc current. Thus, only a dc torque can affectHsw. In
the measurements of Figs. 2 and 3, Idc is fixed, so the only
possible source of additional dc torque is the dc heat
current generated by the increasing Iac.
When a current is driven through a nanowire, its tem-
perature rises. We determine the temperature rise induced
by ac currents of 100 A or 180 A to be about 0.8 K or
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FIG. 3 (color online). Switching field measured as a function
of Iac, for fixed Idc ¼ 100 A. Squares (red) are the experi-
mental data for an asymmetric spin valve. The open boxes
(black) are the data for a symmetric spin valve. The lines (black)
are the result of calculations with different nanowire diameters
as indicated in the text.
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FIG. 2 (color online). V2f measurements on a nanowire con-
taining an asymmetric spin valve (10 nm Co=10 nm Cu=30 nm
Co) at a set dc current of 100 A for different values of the ac
current, as indicated inA. The field was swept from negative to
positive values. Inset: idem for a symmetric spin valve (10 nm
Co=10 nm Cu=10 nm Co). Curves are offset vertically by the
values specified in V. The lines are guides for the eye.
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2.5 K, respectively, using the observed rise of the nanowire
resistance and a measurement of the temperature depen-
dence of resistance using a lower current. Calculations of
the temperature profile in a nanowire under Joule heating
are consistent with these values. Therefore, we must con-
sider the possible influence on Hsw of this temperature
increase. Two observations allow us to neglect this effect.
First, we made measurements of Hsw using an external
heat source to heat the nanowires, in which we see that a
30 K temperature increase causes a change of Hsw of only
1.2 mT. Hence, with the 0.8 K temperature rise during the
V2f measurements we expect anHsw shift of 0.03 mT. This
effect is insufficient to account for the actual Hsw shift
observed during the measurement of Fig. 2, which is 2
orders of magnitude larger.
Second, an applied current generates almost the same
overall temperature rise in a nanowire containing a sym-
metric spin valve as in one containing an asymmetric spin
valve. Therefore, if the Hsw shift in the asymmetric spin
valve was caused by the temperature increase under Iac, we
should see about the same Hsw shift in the symmetric spin
valve, however, as mentioned before, Hsw is constant with
increasing Iac. The key difference between these two
samples is that in an asymmetric spin valve we have a
large dc heat current passing through the thin layer whereas
in a symmetric spin valve the equivalent Joule heating in
each Co layer results in a zero net heat current passing
through the spin valve. Thus, we conclude that in Fig. 2, the
Hsw shift is due to the dc part of the heat current caused by
Joule heating.
The peak height of V2f also shows the effect of a heat
current. Here we apply a fixed Iac and vary Idc. The data of
Fig. 4 show that in a symmetric spin valve the peak height
of V2f is independent of Idc, but in an asymmetric spin
valve V2f has a clear linear dependence on Idc. By consid-
ering the various contributions to V2f, we can determine
the origin of this effect. We can write:
V2f ¼ dR
d
ðIacfSTT þ Idc2fTSTÞ þ Idc
dR
dT
T2f: (2)
The first term is due to an ac spin-transfer torque, which
is independent of Idc [15]. The second torque term contains
a thermal spin torque 2fTST that oscillates at frequency 2f,
because the heat current has a component at this frequency.
This term is proportional to Idc. The last term is simply the
contribution of the temperature dependence of R.
We can understand the coupling of heat current and
magnetization in the framework of a thermodynamic ap-
proach. The relevance of such an approach has been shown
before, starting with the seminal work of Johnson and
Silsbee [18–20]. Because of the thickness of the layers in
the range of 10 nm or above, and due to the defects that one
can expect in electrodeposited metals, it is clear that elec-
tronic transport is in the diffusive regime in which the
thermodynamic approach is relevant. The Onsager reci-
procity relations imply linear relations between currents of
heat, charge and spin on one side, and on the other side
their associated generalized ‘‘forces,’’ the gradients of
temperature and of electrochemical potential. In this linear
regime we may expect the torque to be proportional to the
spin current jm, which has two major contributions, one
from the gradient of the electrostatic potential rV, the
other from the gradient of temperature rT. In our experi-
ment, both gradients are imposed on the thermodynamic
system. Using the notation of Ref. [21] [Eq. (18)]
j m ¼ 2cðrV  SeffrTÞ (3)
with Seff ¼ 0ð1þ Þ, which has the same units as a
Seebeck coefficient, where 0 is the Seebeck coefficient
of Co,  and  are the conventional spin asymmetries of
the Seebeck coefficient and resistivity, respectively, and c
is the spin-dependent part of the conductivity.
A torque  was calculated for a spin valve by Hatami
et al. [6], considering spin-dependent heat and charge
transport at the interface between a ferromagnetic metal
and a normal metal. Two contributions are expected, with
some similarity to Eq. (3):
 / PV þ P0ST; (4)
where P and P0 characterize, respectively, the spin asym-
metry of the conductivity and of the Seebeck coefficient S.
However, as Hatami et al. pointed out in their concluding
remarks, their calculation concerns interface spin effects.
Thus, it is a temperature difference T which is relevant in
their case. In the diffusive transport regime, it is the tem-
perature gradientrT that plays a role: at 1000 K=cm this is
quite large, whereas the temperature difference between
the two layers is of the order of only 1 mK. In order to
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FIG. 4 (color online). V2f peak height as a function of Idc, for
fixed Iac ¼ 100 A. The dots (red) are the experimental data for
an asymmetric spin valve. The open circles (black) are the
experimental data for a symmetric spin valve. The arrows
indicate a linear correction to the data of the asymmetric spin
valve by subtraction of an estimated value for the TGV. The line
(black) is a calculation using the nanowire diameter of 37 nm as
indicated in the text.
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account for our data using Eq. (4), we need to assume for S
a value 1000 times larger than typical values for the
Seebeck coefficient in metals. We henceforth interpret
the data using Eq. (3).
The change of switching field due to the torque 0TST
associated with the dc heat current relative to that due to
the spin-transfer torque 0STT is estimated by:
HTSTsw
HSTTsw
¼ 
0
TST
0STT
¼ j
0
m;TST
j0m;STT
¼ SeffrTrV : (5)
As demonstrated by Fig. 2, HSTTsw is independent of Iac,
and the value was determined experimentally with Idc ¼
100 A. Thus, for a fixed Idc, we expect a dependence of
HTSTsw which is quadratic in Iac, since rT ¼ A1I2 with
A1 ¼ d22r4 according to Eq. (1). Taking the resistivity and
Seebeck coefficients for the electrodeposited layers from
earlier work [14], we can fit our data (Fig. 3) assuming that
the actual diameter of the nanowire is 37 nm, instead of the
50 nm average pore size of the membrane. Such a value is
realistic for an individually contacted nanowire in the very
large number of them grown simultaneously.
Considering  as a function of jm and using Eqs. (2) and
(3) with I ¼ Idc þ Iac, a little algebra yields:
V2fpeak ¼
dR
d
d
djm
2c


r2
þ 3SeffA1Idc

I2ac þ Idc dRdT T
2f:
(6)
In Fig. 4, we show the calculation of Eq. (6) using the
same values for all parameters as in the calculation of
Fig. 3, including the radius. The small difference between
the measured data and the calculation comes from the
contribution to V2f of the temperature dependence of the
resistance [3rd term of Eq. (6)]. This has been studied
extensively by what we called thermogalvanic voltage
(TGV) measurements [22]. This technique measures
Idc
dR
dTT only. In spin valves the value is known to be a
fraction of 1 V when Idc is 100 A. Thus we find in
Fig. 4 a difference between the data and the prediction of
Eq. (6) which is of the right size for a TGV contribution.
In summary, we relied on the Joule heating in a spin
valve embedded in a nanowire to produce a large local
temperature gradient. We find two effects of the heat
current produced in this way: a change in switching field
as a function of the applied ac current, and a change as a
function of the dc current of the amplitude of the peak in
the second harmonic response. We rule out the spurious
effects of a fixed temperature rise in the spin valve and an
ac spin-transfer torque by verifying that a symmetric spin
valve is insensitive to a change in applied ac current. Our
results provide evidence for a thermal spin-transfer torque
associated with the heat current. The effect of the heat
current on magnetization is interpreted as the coupling of
heat, charge and spin currents, as described by the thermo-
dynamics of transport given by the Onsager reciprocity
relations. This provides a reasonable estimate for the ob-
served heat-current-driven thermal spin torque relative to
the spin-transfer torque.
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